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Quick Reference Guide

Ziggi Document Camera
Preparing the Document Camera
1. Ensure that a power cord is attached to the document camera 

as well as a power outlet. 

2. Remove the lens cap if one is present

3. Depending on the make of the document 
camera, you connect it to the Promethean 
Board.  

No Light = Camera is On Light = Camera is Off

1. Install the Ziggi software on the computer.

2. Connect the Ziggi to the computer using the USB cord.

For Samsung and Elmo document cameras, connecting the camera 
using the VGA cable is recommended. 

1. Plug the VGA cord into the document camera’s “VGA Out” 
port; plug the other end of the VGA cord into the Promethean 
Board junction box.

2. Make sure the correct button is pushed in on the Promethean 
board junction box.

3. Turn on the document camera.
For Samsung Digital Presenter models 850DX, 860DX, and 
5300, see the pictures below.
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4.  Using your projector remote, press the “Computer” to switch 
between image sources. Continue to toggle through the 
sources until you reach the source that you connected  (i.e. 
Computer One or Computer Two) from steps 1 and 2.

3. Launch the Ziggi software by double-clicking the “Presenter” 
icon on the computer desktop or by going to Start > All 
Programs > IPEVO > Presenter > Presenter.

 If desired, set the image to full-screen by clicking the        
full screen icon on the left-side of the software pane.

Tandberg Camera
1. Securely attach the Tandberg Precision HD camera to the 

computer’s monitor or screen.

2. Connect the camera to your computer using the USB cord.
3. Open the shutter of the camera.

NOTE: Closing the shutter will stop the camera from capturing video; 
however, sound may still be captured through the built in microphone. 

4. To turn the camera completely off, unplug the USB cord. 

Camera angle up Camera angle down

Turn right to open Turn left to close


